
SPECIFICATIONS:
Cuts  square  any  meta l  o r  p las t i c  ex t rus ions  such  as  she lv ing  t racks  o r  s to rm w indow sc reen  f rames .   Works  g rea t
on  copper  and  a luminum tub ing ;  round,  square  o r  rec tangu la r ,  as  we l l  as  shower  cu r ta in  rods ,  p las t i c  o r  rubber
tub ing ,  th readed rod  &  bo l ts ,  hydrau l i c  l i nes ,  s tee l  b ra ided  hoses ,  mo ld ing  &  wood dowe ls ,  BX  cab le ,su r face  mount
raceway ,  l igh t ing  t rack ,  l iqu id  t igh t  o r  f l ex ib le  condu i t ,e tc.  The  Sw ing-Saw we ighs  29  oz .  (830  g rams)  and i s  made
of  the  f i nes t  mate r ia l  ava i lab le .   Max imum Vise  Open ing:  1 -1 /2  �  (38mm) ,  Max imum S ize  o f  Tub ing  Accepted:
Round: 1 -1 /2 "  D ia .  (38mm) ,  Square: 1  �  (25mm) ,  Rec tangu la r :  3 /4  �  x  1 -1 /2  �  (19  x  38mm)

SWING-SAW® CAT. #SW-130
INSTRUCTION SHEET

THE FIRST PORTABLE CUTTING TOOL COMBINING

 A VISE AND A HACK SAW IN ONE COMPACT UNIT

(So unique it even can cut square tubing)

Bring the Tool To The Work
Instead of Bringing The Part To A Workbench!

Thousands of
applications in

Automotive, Aviation,
Boating, Camping,

Construction, Plumbing
& Electrical Installation.
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Thank you for purchasing a fine American made tool.  Before using the Swing-Saw
familiarize yourself with this product to enjoy years of trouble free service.

1) To ready the Swing-Saw simply move the handle 1 forward until latching rod snaps into place inside lever 2
2) Holding the tool in your left hand, squeeze the top and bottom portion of the tool together.  Using your left or right thumb move the knurled

portion of the latch 3 backward.
3) THE SWING-SAW IS NOW READY FOR ACTION.   Untighten lever 4  (half  a turn only) which secures the

sliding jaw 5  of the self-clamping vise.  Move the sliding jaw back by holding both ends of the bolt between your
index finger and thumb.

4) Place the object to be cut inside the vise making sure that the bottom lever 6  (with the Swing-Saw label) is ful ly
open, then move the sliding jaw 5 al l  the way against the object to be cut by pushing with your f inger under the
brass roller inside the sliding jaw.  Retighten lever 4  securely,  and check that the clamping bail 6 is sti l l  open.

5) To cut simply squeeze the tool with your left hand placing your thumb on top of the yellow upper housing.  This
wil l  clamp the part to be cut and bring the blade against the part.  Make sure that the object to be cut sits
squarely in the vee portion of the vise.   I f you are standing up, brace yourself by placing the rear portion
of the tool on top of your belt near your left hip.  If you are sitt ing, place the rear portion of the Swing-Saw on top
of your left thigh.  Cuts can also be made by placing the Swing-Saw on a f lat surface such as f loor, bench, etc.
and pushing down on the yellow housing while cutting.  Now, while squeezing the tool, swing the top lever back
and forth (using the ful l stroke of the tool) .  Regulate the amount of squeezing pressure for the most eff icient
cutting action.  The top portion of a tube requires more force to cut through, while cutting through the two walls
requires less force.  Let the Swing-Saw do the work .  Usually one back and forth stroke per second is the
right speed for most material.  While cutting BX or aluminum flexible conduit, place the blade over the crown
of the cable before starting to cut . Once the vise is adjusted for a particular size no further adjustment is
required to clamp or unclamp the tubing to be cut.  The handle can be folded for storage by pull ing out handle cap
7 . When latching the Swing-Saw make sure that the sl iding jaw is moved forward.

Never attempt to cut through a l ive l ine: always have
a  l i censed  e lec t r i c ian  per fo rm e lec t r i ca l  work .CAUTION:

U.S. Pat. #4,977,671, #4,437,237 & Foreign Patents



A c c e s s o r i e s :
� Leather Belt Pouch, Cat.  LP-123
� Lubricant Stick: LS-105: prevents clogging up of blade in aluminum  (do not use with steel)
� Replacement Blades: B-109-24 for thin wall material.
� B-109-18 for thicker wall material & aluminum.
� Special blades and sliding jaws to be announced later.

Left Hand Users: don�t panic - the Swing-Saw was designed for you, too.  Simply remove the sl iding jaw
bolt and reinstal l  on the opposite side.  Turn the square head unti l  the clamping lever is facing up when tight.

ADVANTAGES OF THE SWING SAW:
1. Start the cut exactly where you want.  Will not skid across the surface or jump off the cut.
2. Cut Square - does not jam in the part.  Try this with FREE HAND cutting with a standard hacksaw.
3. Self-Contained- no need to rest object on a surface which could get damaged.
4. SAFE- Prevents nasty cuts.
5. Great on top of ladder and in tight quarters.
6. Cut anywhere, no need to lug a 10 pound vise and find a place to clamp it to.
7. SAVE TIME!  Cut right in place- no need to make trips back and forth to a bench.

GUARANTY: The Swing-Saw has  a  l im i ted  guaran ty  aga ins t  de fec ts  fo r  one  year .   Dur ing   tha t  t ime any  par ts
(except  the  b lade)  w i l l  be  rep laced f ree ;  you  on ly  pay  the  one  way  sh ipp ing  charge .

CONCLUSION: We take  g rea t  p r ide  in  b r ing ing  to  the  marke t  innova t i ve  qua l i t y  p roducts .   We worked ve ry
hard  to  come up w i th  th is  un ique  Swing-Saw des ign .   We tes ted  i t  ex tens ive ly  and we th ink  we �ve  go t  every th ing
r igh t .   However ,  you  the  user ,  has  the  las t  word .   Send us  your  comments  as  we l l  as  i f  you  f ind  a  un ique  o r
unusua l  app l ica t ion ,   wr i te  to :

EXAMPLE OF SOME OF THE CROSS-SECTION SHAPES WHICH CAN BE CUT WITH THE SWING-SAW

FROM THE INVENTORS OF THE FIRST HIP-POCKET BX CUTTER "ROTO-SPLIT"

 Luc ien  C.  Ducre t ,  Genera l  Manager
 392 Pacific Street, Stamford, CT 06902
 (203) 324-0067     FAX (203) 324-7844

Unlike the hacksaw,

the Swing-Saw has a 6 to 1 leverage advantage for stronger cutting action!

B l a d e  R e p l a c e m e n t
The b lade  i s  eas i l y  rep laced by  push ing  the  spr ing  loaded p lunger  ou t : use  the  t ip  o f  a  na i l ,  penc i l ,  so l id   w i re ,
e tc .  th rough  the  s ide  open ing  to  re t rac t  the  p in  jus t  enough to  s l ide  the  b lade  ou t ;  reverse  the  p rocedure  to
i n s t a l l  a  n e w  b l a d e  ( n o t e :  t h e  t e e t h  s h o u l d  a l w a y s  b e  f a c i n g  f o r w a r d ) .

LATEST TIPS FROM THE USERS:
When cutting angle material always clamp as shown in the sketch. When cutting thick walls
(1/8") aluminum material use the B-109-18 blade and lubricate the blade once with our LS-
105 lubricant stick.  To cut l ighting track clamp  the larger width of the track  with the jaws.
When cutting  chrome plated, very thin wall tubing, or l ighting track,  wrap a couple of turns
of duct tape and cut r ight through it.  This wil l  prevent sl ipping and damage to the chrome
plated or painted surface.

“A SMALL COMPANY
WITH BIG IDEAS!”®


